
• Easy to read LED display
• 2D input
• 10 sec. cycle time
• Accurate to 1 gram
• 40mm shaft
• Manual Brake
• Standard  Passenger & Lt. truck adapters
• Quick lock wingnut
• Dynamic
• Static
• Aluminum
• Space saving wheel hood
• 2 year parts and labor warranty

This balancer is perfect for the 
low to medium volume shops.  

With its small footprint it can fit 
almost anywhere!  

You can balance passenger, Lt. 
truck and/or motorcycle wheels 
with the optional bike adapter.

AB4120

Features:

For more information, please contact:

Toll Free # 855-BASE-113 or at www.baseusa.com

Low/Medium Volume Wheel Balancer



Power Supply:

Balancing Speed:

Max. Wheel Weight: 

Max. Wheel Diameter:  

Max. Wheel Width: 

Rim Diameter: 

Rim Width: 

Accuracy:

Measuring time  Max:

Dimensions (WxDxH): 

:   

: 

110v,1ph, 50/60Htz 

218-262 Rpm

143Lbs.

32"

16"

10”24"

1"-20"

1g

10 sec.

43"x50x50"

TECHNICAL SPECIFICATIONS – AB4440DWL

Standard Accessories – AB4120

• 40mm shaft
• 4 cones - for passenger
• 1 cone & spacer for Lt. truck
• Wheel weight hammer
• Small spacer
• Wheel caliper
• Pressure cup & ring
• Wheel scraper
• Quick lock wingnut

1314 Centerview Circle 
Copley, OH 44321 - USA

Toll Free: 855-227-3113 
www.baseusa.com

Benefits:

-Easy to read LED display

-Foot Brake

-Small Foot print

-Standard passenger & Lt. truck adapters

-Optional external 3D arm

-2D input

AB4120 - Features/User Benefits




